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Results

indicate a pass, marginal or fail result. Results can be recorded, and uploaded 
to a PC for easy data analysis.

results to a PC, set pass/caution/fail levels, create and print trend analysis graphs, 
export data to spreadsheets, and keep a record of sanitation effectiveness to 
verify SSOPs. Results can be presented in a clear chart format showing the actual 
measurement in color coded green (pass), yellow (caution) and red (fail) for 
extra clarity. Accumulated results can be graphed using bar or pie charts, over 
a variety of criteria, for clear pictures of sanitation testing results and trends. 

AccuPoint® 2
Sanitation Monitoring System

3. Shake cartridge twice

4. Press the eject button and insert the sampler into the instrument. 
Close unit door and read results.

1. Sample surface or water

The Procedure

Use the Access sampler for tight spaces

2. Return the sampler to its cartridge and insert all of the way.
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Ordering Information
Prod.# Product description
9602 AccuPoint 2 Sanitation Monitoring System - Includes monitor, NiMH 

battery pack, power supply data cable, DataManager Software and 
User’s Guide

9605 AccuPoint ATP Surface Samplers (100)
9606 AccuPoint Water Samplers (100)
9607 AccuPoint Access Samplers (100)
9610 NiMH Battery Replacement pack
9611 Sampler extender
9612 AccuPoint Cleaning Kit (5 swabs)
9613 AccuPoint Stand-up Holster
12359 AccuPoint Communications Cable
9617 AccuPoint DataManager Software
9618 Hawking Technologies USB Serial Converter
9619 ATP Standards Kit
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